


Data Sheet FUJITSU Network Real-time Video Transmission Gear IP-HE950 

Product Lineup 
□ Main Unit

IP-HE950E (Encoder)
IP-HE950D (Decoder)

□ Hardware Option
Quad 3G-SDI Input
Quad 3G-SDI Output
SDI Output

□ Software Option
4K
Contribution-plus (422/ANC etc.)
BISS scramble

Specifications 

·�

Video coding

Audio coding 

Ancillary data 
Streaming protocol 
Error correction (IP) 
Encryption 
Audio & Video 1/F 

Streaming 1/F 

AUX data 
Dimensions / Weight 
AC IN / Power 
consumption 
Temp / Humidity 

HDMI Input, HDMI Output
Video over IP

IP redundancy Decoder

Note: These options are subject to change without notice. 
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H.265/HEVC
□ Profile: Main422 1 O*, Main 1 O, Main □ Level : 5.1 *, 4.1, 4.0, 3.0
□ Resolution (Frequency) : 2160p x 3840 (29.97/50/59.94Hz)*, 1080i x 1920 (50/59.94Hz) x 4ch*

1080p x 1920/1440/960 (50/59.94Hz), 1080i x 1920/1440/960 (50/59.94Hz),
720p x 1280/960/640 (50/59.94Hz), 480i x 720/352 (59.94Hz), 576i x 720/352 (50Hz)

H.264/MPEG-4 AVC
□ Profile: High422*, High, Main □ Level : 4.2, 4.0, 3.0
□ Resolution (Frequency): 1080p x 1920/1440/960 (50/59.94Hz), 1080i x 1920/1440/960 (50/59.94Hz),

720p x 1280/960/640 (50/59.94Hz), 480i x 720/352 (59.94Hz), 576i x 720/352 (50Hz)

Secondary encoder (IP output) MPEG-2 
H.264/MPEG-4 AVC □ Profile: Main □ Level : High
□ Profile: High, Main □ Level : 4.1 □ Resolution (Frequency) : 1080i x 1920/1440 (50/59.94Hz),
□ Resolution (Frequency) : 1080i x 1920/1440 (50/59.94Hz) 720p x 1280 (50/59.94Hz),

480i x 720 (59.94Hz), 576i x 720 (50Hz)

MPEG-1 Layer2, MPEG-2 MC LC, SMPTE 302M , MPEG-4 MC LC, MPEG-4 MC-ELD, Dolby-E pass thru 
4ch, Sch*, 5.1 ch* 
SMPTE 2038*, ARIB STD-B40*, SMPTE 334*, SMPTE RD 11 *, CEA-608/708* 
RTP, UDP, Unicast, Multicast(IGMPv3/1Pv4, MLDv2/IPv6) 
FEC, ARO, SMPTE 2022-1, IP network redundancy FEC, ARO, SMPTE 2022-1, IP network redundancy* 
BISS-1 / E* BISS-1 / E 
1 x 12G*/3G/HD/SD-SDI input 1 x 12G*/3G/HD/SD-SDI output 
Analog (Balanced) stereo input*, AES-EBU 2stereo input*, Analog (Balanced) stereo output*, AES-EBU 2stereo output*, 
2 x SFP 1/F(Ouad 3G/HD-SDI*, SDI output(Active thru)*), HDMI*, 1 x Reference input, 1 x Reference output 
Video over IP* 2 x SFP 1/F(Ouad 3G/HD-SDI*, SDI output*,HDMl*,Video over IP*) 
2 x 1 OBASE-T/1 OOBASE-TX/1 OOOBASE-T(Stream & Control) 2 x 1 OBASE-T/1 OOBASE-TX/1 OOOBASE-T(Stream & Control) 
2 x DVB-ASI output 1 x DVB-ASI input 
1 x RS-232URS-422 
210(W) x 300(0) x 43(H) mm / Approx. 2.5kg 
AC 100 ~ 240V / <90W AC 100 ~ 240V / <87W 

-10 ~ 55°( (Except under o·c start) / 20 ~ 90RH (No condensation)
* :  Optional function 3G-SDI supports Level-A 
Note : Functions in blue letters will be enhanced in stages. 

IP-HE950E(Encode� IP-HE950D (Decoder) 
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• The specifications are subject to change without notice. 
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한국 후지쯔 IP-Codec 총판
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